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บทคัดย่อ  
บทความนีไ้ดน้ าเสนอถงึการสรา้งเครื่องจักตอกกึ่งอตัโนมัติแทนการใชแ้รงงานคน เพื่อน าไปใชใ้นงานหัตถกรรมชุมชน โดย

ตวัเครื่องประกอบดว้ย  2 ส่วนหลกั คือ ส่วนที่เป็นกลไกในการเหลาหรือจักไมไ้ผ่ใหไ้ดต้ามขนาด โดยใชมู้่เลยข์ับสายพานดว้ยมอเตอร์
ไฟฟ้า 1 เฟส  เป็นตวัขับเคล่ือนแบบกึ่งอตัโนมตัิ อีกส่วนเป็นระบบการควบคมุวงจรไฟฟ้าใหส้ามารถท างานแบบอตัโนมตัิ พรอ้มการวดัค่า
พลงังานขณะเครื่องจกัรท างานและระบบป้องกนั อีกทัง้ตัวเครื่องยังมีขนาดกระทัดรดัสะดวกต่อการใชง้านในกลุ่มชุมชนหรือครวัเรือน 
จากผลการทดลองการจกัตอกไมไ้ผ่ 3 ประเภท ซึ่งพบว่า เครื่องจักตอกสามารถจักตอกไมไ้ผ่ได้ความบางต ่าสุด 1 มิลลิเมตร 1 ครัง้การ
ท างาน จะไดเ้สน้ตอกออกมา 2 เสน้ โดยมีค่าเฉล่ียปริมาณและคุณภาพเสน้ตอกที่ไดจ้ากการจักตอกดว้ยเครื่องมือนีไ้ม่ต่างกัน เมื่อ
เปรยีบเทียบผลการจกัตอกที่ขนาดความยาวเท่ากนั ดงัค่าเฉล่ียการจกัตอกที่ความยาว 60 เซนติเมตร ความหนา 7 มิลลิเมตร  จะไดเ้สน้
ตอกปรมิาณ 117 เสน้ต่อนาที และ 1 ชั่วโมงจะไดม้ากถงึ 7,020 เสน้  เมื่อเทียบกบัแรงงานมีความไวถงึ 17 เท่า ซึ่งแรงงานคนท าไดเ้พียง 
413 เสน้ต่อ 1 ชั่วโมง โดยเสียค่าไฟฟ้าต่อเดือนเท่ากบั 356 บาท ในระบบการควบคมุอตัโนมตัิสามารถสั่งการท างาน และระบบป้องกัน
ไดอ้ย่างมีประสิทธิภาพ พรอ้มสามารถทราบค่าการใชพ้ลงังานจากหนา้จอแสดงผลไดด้ว้ยนัน้ โดยใชต้น้ทนุในการสรา้งประมาณ 30,000 
บาท และจากการประเมินผลความพึ่งพอใจการใชเ้ครื่องจักตอกในกลุ่มชุมชนพบว่ามีความพึ่งพอใจต่อเครื่องมือในการวิจัยนีเ้ฉล่ีย
โดยรวมไดร้อ้ยละ 95  
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Abstract  
This paper presents to create the thin bamboo-stripes machine instead of manual labor for the handicraft community. 

This machine is divided into 2 parts according to the mechanism for making or sharpening bamboo to the desired size by 
using single phase motor to drive pulley belt for semi-automatic controlling. The second part is an electrical control system 
for automatic controlling and measuring of the consumption of electrical energy is displayed in front of the control unit while 
working as well as the safety protection for users. For experimental the bamboo-stripes sharpening from 3 types of bamboo 
having strong and different types of bamboo skin is used to test. Moreover, this machine is compact and convenient for 
use in community groups or households. The results found that the machine can cut the bamboo-stripes to the minimum 
thickness of 1 mm, which 1-time operation can produce the bamboo-stripes out as 2 pieces. Moreover, the quantity and 
quality of bamboo-stripes obtained no different at the same length. From the results of bamboo-stripes sharpening having 
the thickness as 1 mm, in the length of 60 cm can be produced as 117 pieces in 5 minuses and 7,020 per an hour, that the 
speed is better than the manual labor as 17 times. Typically, workers can make is 413 pieces per hour. The electric cost 
per month equal 356 baht. In the automatic control, it can be activated and protected system effectively  including can 
display the energy value on the panel. This machine costs approximately 30,000 baht. From the satisfaction survey of the 
user in community group found that the overall average satisfaction of the use of this machine was 90 percent.  
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